ESSAR’
STEEL

Essar Steel presents the Gold Standard in
Galvanised Steel

Offers tough resistance to corrosion
Features 600 GSM zinc coating - the thickest in the industry




Applications
Construction | Roof Decking | Sidewalls | False Ceilings | Automotive Underbody Parts and Mufflers
Oil Tanks | Air Conditioning and Heating Ducts | Street Signs | Automobile Bodies
Water Heaters and Stoves | Coolers and Refrigerators | Water Tanks | Storage Bins

Equivalent Specifications- Galvanised

Euronorm USA Japan India
EN ASTM JIS IS
10142 A-653 G-3302 277
Dx51D | Fe PO2 CS-AB,.C SGCC D
Dx52D | Fe PO3 FS-A,B SGCD1 DD
Dx53D | Fe PO4 DDS SGCD2 EDD
Dx54D | Fe PO5 EDDS SGCD3 EDD

HR Grades For Structural Quality Galvanised Steel

Euronorm USA Japan India
EN ASTM JIS IS
10142 A-653 G-3302 277
S$220GD FeE 220 SS33(230) SGC 340 Fe290
S250GD FeE 250 SS37(255) SGC 400 Fe 330
$320GD FeE 320 SS40(275) SGC 440 Fe 410
S350GD FeE 350 SS50(340) SGC 490 Fe 490
S550GD FeE 550 SS80(550) SGC 570 Fe 510
Product Range

Type Galvanised Plain (GP) / Galvanised Corrugated (GC)

Width 200-1350mm /7.87 - 53.15 inches

Thickness (TCT) 0.15-3.2mm /0.0059 - 0.126 inches

Zinc Coating 80-375GSM

Surface Finish
Surface Condition

Regular Spangle, Minimum Spangle & Suppressed Spangle
Surface Condition Chromated & Dry

Non-chromated & Oiled

Skin Pass, Tension Leveller, Corrugation, CTL & Slitting
Width up to 1220 mm

Finishing Facilities

Corrugation

Marketing Head Office

Essar House, 11, K.K.Marg,
Mahalaxmi, Mumbai 400 034.

Toll Free : 1800 22 5105 (for MTNL and BSNL Subscriber)

6000 9595 (add Local STD code when dialing

from your mobile phone)
Email : steel@essar.com
Website : www.essarsteel.com
SMS
Steel to 53636
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